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Flexible flashing tape continuous

—— Selected interior lining

along sill and 100mm up jambs / Airseal around all sides of box
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Building underlay |

|
DPC flashing ‘ Brick
Flexible flashi Metal angle to be continuous
exible flashing tape L around recess box. Seal and rivet
Flashing 15° minimum slope with in place.
10mm stopends, rivet to metal ——

— Rinnai metal recess box R1405

angle. Required at head only.
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Rinnai Metal Recess Box

Brick Veneer R1405

Plan View Model: A12a
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A
A
. | Building underlay
: | Brick veneer cladding
- \
. HH 50mm wide flexible flashing tape
Selected interior lining————= .i |
¥ Flashing 15° minimum slope with
|1 10mm stopends, rivet to metal

: =l H angle. Required at head only.
Flexible flashing tape———

Rinnai metal recess box R1405

Metal angle to be continuous
around recess box. Seal and rivet
A in place.

Sealant | ——— @ — | Timber packer to suit

Flexible flashing tape continuous |
along sill and 100mm up jambs | k
- |

Sill brick

Building underlay
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- " Rinnai Metal Recess Box
Rl.llllal Brick Veneer R1405 August 2018

Head and Sill Model: A12b
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A22b

Concrete jamb block Selected interior finish
Airseal around all sides of box

| E—
- Applied waterproof membrane
Metal angle to be continuous
—— around recess box. Seal and rivet
in place.
Rinnai metal recess box R1405
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s " Rinnai Metal Recess Box
ugus
Rl.llllal Masonry R1405

Plan View Model: A22a
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Selected interior finish 4—|

Applied waterproof membrane—/ T

Airseal around all sides of box

Timber packer to suit
Backing rod

Sealant

Applied waterproof membranei\
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w /Ti Rebated Header Block
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J‘H Metal angle to be continuous
”7 _i i around recess box. Seal and rivet
in place.

Rinnai metal recess box R1405

—

]7 Sill block

a . _‘

P

© 2018 Rinnai New Zealand Ltd. Rinnai is constantly improving its products, and as such, all information and specifications are subject to change or variation without notice. 0800 746 624

Rinnai Metal Recess Box

Masonry R1405

Head and Sill Model: A22b
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A32b
Selected interior lining
Flexible flashing tapeT Airseal around all sides of box
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Building underlay ‘
DPC flashing Cavity—
Metal angle to be continuous | Selected exterior sheet cladding
around recess box. Seal and rivet ‘ . o .
: Flashing 15° minimum slope with
in place. .
10mm stopends, rivet to metal
Rinnai metal recess box R1405—— angle. Required at head only.
\
—— Flexible flashing tape
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. " Rinnai Metal Recess Box
Rinnai Py August 2018

Plan View Model: A32a
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Selected interior lining———={ Z

i Building underlay
| 50mm wide flexible flashing taped
over flashing upstand

: Flashing 15° minimum slope with
» W 10mm stopends, rivet to metal
i angle. Required at head only.

Metal angle to be continuous

Flexible flashing tape > fg around recess box. Seal and rivet

Timber packer to suit

in place.

%—7 Rinnai metal recess box R1405

Airseal around all sides of box ,:1—-%] 7 2-5mm gap between metal angle

. . _ A | ! and DPC. Do not seal
Flexible flashing tape continuoygsy
along sill and 100mm upjambsul‘/ |

Selected exterior sheet cladding

Building underlay
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Rinnai Metal Recess Box

- L ]
A 2018
Rinnai ™ Cladding R1405 ot

Head and Sill Model: A32b
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A42b

Flexible flashing tape continuous
along sill and 100mm up jambs —— Selected interior lining

[ Airseal around all sides of box

\ Metal angle to be continuous
Weatherboard ‘ around recess box. Seal and rivet

DPC flashing— in place.

L | Flashing 15° minimum slope with
Rinnai metal recess box R1405 10mm stopends, rivet to metal

| angle. Required at head only.

\ L Flexible flashing tape
|
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- " Rinnai Metal Recess Box
Rl.llllal Weatherboard R1405 August 2018

Plan View Model: A42a
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—

Selected interior lining———=}.

Building underlay

50mm wide flexible flashing tape

“ & Head flashing
|

Metal angle to be continuous

Flexible flashing tape ;‘  — around recess box. Seal and rivet
in place.

Rinnai metal recess box R1405

Timber packer to suit

Airseal around all sides of box—~ |

1 Continuous sealant to metal angle

Flexible flashing tape continuous B ; W

along sill and 100mm up jambs |: \

‘k Weatherboard

| Building underlay
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- " Rinnai Metal Recess Box
Rl.llllal Weatherboard R1405 August 2018

Head and Sill Model: A42b






